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STRAIGHT LIFTS AND/OR LIFTS
WITH INSIDE RADIUS BENDS:
(Loads are based on a 31 1/2“x48”

platformd

Fi: 246 lbf
F2: 661 lbf
Di: 11 5/8”
Dy: 19 7/87

MOMENT AT CENTER 0OF TOWER

M =F x d (Ft Force; d Distance>
M Fi x ¢(di+X> + Fax (cda+Xd

TOWER MOUNT

X is 3 5/8” minimum to 13 maximum
DIRECT MOUNT

X is 4,0 minimum to 5 1/2* maximum
MAXIMUM MOMENT

M = 27827 lbf in. with tower mount
M = 21041 lbf in. with direct mount

125 [4 7/8"1 to 165 [6 1/2']
for wall mount

60 [2 3/8"]1 to 298 [11 3/4‘]
for post mount

S1 [2°] or 64 [2 1/2"] post
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SPECIFICATIHONS

GENERAL
CLASSIFICATION: UNENCLOSED STAIRPLATFORM LIFT
APPLIED CODE: ASME A18.1-2008: Safety Standard for Platform Lifts and
Stairway Chairlifts”
CSA B355-19: “Platform Lifts and Stalr LIfts for Barrler-Free Access’
MODEL: PEGASUS (Curved Stair PF
CAPACITY: Moximum 660 lb Operating Load
ONE PERSON IN WHEELCHAIR
SPEED: 20 feet/minute, slowing prior to corners and when
approoaching or departing landings
PLATFORM SIZE: 31 1/2"x48" / 31 1/2"x41 3/8" / 31 1/2" x 335 3/8” Platform Deck
POWER SUPPLY: 208-240 VAC, single phase, 50/60 Hz, on a dedicated
20 amp. circuit
MOTOR: 2.0 HP
DRIVE SYSTEM: Operates via drive cog and roped sprocket using

9/16” wire haul rope

PROJECT INFORMATIONS

ACCESS TO PLATFORM: IN LINE / SIDE ACCESS
SIDE OF INSTALLATION: LEFT HAND / RIGHT HAND
NO OF RAMPS: N

ANGLE OF STAIRCASE: A°

WIDTH OF STAIRCASE: XXmm LYY”]

NOSE TO NOSE: XXmm L[YY“]

RAIL LENGTH: TBD

RAIL WEIGHT: TBD

NUMBER 0OF RISERS: N

AVERAGE RISER: XXmm LYY?“]

AVERAGE TREAD: XXmm LYY”]

LOCATION: INDOOR ~ OUTDOOR
PUBLIC BUILDING: YES / NO

COLOR: RAL #9003

OPTIONS AVAILABLE
WALL BRACKET SUPPORT:
SELF SUPPORT STAIR POST:
INTERMEDIATE STOPS:

90 DEGREE BEND:

180 DEGREE BEND:
HORIZONTAL BEND:

VERTICAL BEND: ENTRANCE LOCATIONS

STABILIZER (K20 BEND)

FOLDING SEAT W/BELT:

FIRE SERVICE: SIDE A SIDE C

AUDIO/VISUAL ALARM: PLATFORM

MOTORIZED SAFETY ARMS:

FOLDING PLATFORM

OUTDOOR PACKAGE:

PEDESTRIAN HAND RAIL:

BATTERY BACK UP: SIDE B
LANDING 1 LANDING 2

ENTRANCE SIDE C C

CALL STN. MOUNTING |Surfoce Mount| Surface Mount

CUSTOMER:

DENERAL ARRANGEMENT ™
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